
CCTV Menu Operations 
Manual

Disclaimer!
This Manual will guide you through the standard settings and operations for normal Residential

CCTV usage. The system is based on a professional system and may contain advanced
features and settings that are typically not needed for residential use.

This manual will be continuously updated and be available at www.yalehome.com/doc
www.yalehome.com/manuals.

Part of ASSA ABLOY
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Plan camera locations and connect cables

ConnectcablesaccordingtothemanualthatcamewithyourKit.

Planthecameralocation

Itistheusersresponsibilitytomakesuretofollowthelocalregulations
forsettingupcamerasurveillance.



HDMI

Router

Not included
Nicht enthalten

Non inclusa
Non inclus

No incluido



HDMI

Router
Not included

Nicht enthalten
Non inclusa
Non inclus

No incluido



HDMI/VGA

RouterNot included
Nicht enthalten

Non inclusa
Non inclus

No incluido

IP-camIP-cam
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Face detection is useful at locations like front 
door, at face hight or slightly above.
(p.16)



Download App - Personal registration in the App 

DownloadAppforAndroidorIOS:“YaleSmartLivingVIEW”

PersonalregistrationintheApp

AppLog-inpage:

Initialsetup:

1)ClickRegister

Thiswillbeyouropeningpage,afteryouhaveregistered
insteps2)to6).

EmailRegisterpage:

Initialsetup:

2)Enterusername
3)Enterpassword
4)Enteremail
5)ClickRegister
6)ClickLog-in Thiswilltakeyoubackto.


7)Enterusername
8)Enterpassword
9)ClickLog-in
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Enterpassword

Enterpassword

Email

Register

Register,Forgottenpassword?

Yale View
app

Yale View



1)Keyinpassword

(Clickinboxandkeyboarddisplaywillappear)

2)Confirmpassword

3)ClickNEXT

5)ClickNEXT

10)ClickNEXT

8)ClickSAVE

4)Drawunlockpattern
(Min.4dots)

DrawagaintoconfirmDrawunlockpattern

6)writeemailaddressandcompletesecurityQuestions
(TheseareoptionalandcanbeswitchedOFFby“un-ticking”
boxes)

7)SecurityQuestions:

9)AsdefaultleaveAuto-checkforupdatesticked.
(Thiswillautomaticallykeepyoursystemuptodate;
butonlyifconnectedtotheinternetviaRouter)

Remember this pattern!
This will be your key to 
access the system.

Initialsetupforsystemwithwiredcameras.

Initial setup - Wired Kit
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13)IfyouhaveonlywiredcamerasinyourKitclickNO.
(WiFicamerascanbeaddedlaterifneeded)

11)ClickRefreshtoupdateNetworkconnection.

14)IfyouwantaccesstoyoursystemviatheYaleViewApp,scan
theQRcodetoconnecttoyourDVRsystem.
(IfnotclickNEXT)

15)ClickNEXT

16)ClickOK

12)ClickNEXT

Initialsetupforsystemwithwiredcameras.

The App needs to be installed 
and registered before scanning.

TheDVRsystemisnowturnedONand
camerasarerecording.Systemisasdefault
runningin“RegularMode”,whichmeans
thatcamerasarerecording24hoursaday
andwilloverwritetheharddrivewhenfull.
Other“Modes”andbackinguprecorded
videowillbeexplainedlaterinthemanual.

Initial setup - Wired Kit3



InitialsetupforsystemwithWiFicameras.

1)Keyinpassword

(Clickinboxandkeyboarddisplaywillappear)

2)Confirmpassword

3)ClickNEXT

5)ClickNEXT

10)ClickNEXT

8)ClickSAVE

4)Drawunlockpattern
(Min.4dots)

DrawagaintoconfirmDrawunlockpattern

6)WriteemailaddressandcompletesecurityQuestions
(TheseareoptionalandcanbeswitchedOFFby“un-ticking”
boxes)

7)SecurityQuestions:

9)AsdefaultleaveAuto-checkforupdatesticked.
(Thiswillautomaticallykeepyoursystemuptodate;
butonlyifconnectedtotheinternetviaRouter)

Remember this pattern!
This will be your key to 
access the system.

/?:&@

Initial setup - WiFi Kit
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15)ClickNext

14)ConnectEthernetcablesasdescribedintheYaleQuickguide
includedintheboxwiththeDVRunit.

13)IfyouhaveWiFicamerasinyourKit(wierelesscamera)clickYES.

11)ClickRefreshtoupdateNetworkconnection.

12)ClickNext
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InitialsetupforsystemwithWiFicameras.

Initial setup - WiFi Kit4



16)ClickScan

17)Allyourconnectedcameras(WiFi)shouldnowshowuponthelist.
Ifallyourcamerasdonotshowuponthelist,clickScanagain.
Iftheystilldonotshowup,checkthattheyareallconnectedtopower
andcameraEthernetcablesareconnectedtothesamerouterasthe
DVRsystem.

18)ClickNext

20)ClickNext

19)Leaveboxtickedandallcameraswillhavethesamepasswordas
youchosefortheDVRsysteminthebeginning.

xxx.xxx.x.xx SV-DB4MX-B
xxx.xxx.x.xx SV-DB4MX-B
xxx.xxx.x.xx SV-DB4MX-B
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InitialsetupforsystemwithWiFicameras.

Initial setup - WiFi Kit4
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Initial setup - WiFi Kit

21)ClickNext

22)ClickNext

23)Selecttherouteryouwanttoconnectto.

24)WriteConnectionPasswordforyourRouter.
(Sameaswhenyouconnectanycomputerorsmartphonetoyou
lokalrouter/network.)

25)ClickConnect

26)ClickOK
Youcannowunplugtheethernet/networkcablefromyour
WiFicamera.Itisnowwirelesslyconnectedtoyourrouter.
Camerapowercanbeunpluggedandthenpluggedinagainwhen
mountedinthedesiredlocation,withinrangeoftherouter.

xxx.xxx.x.xx

“YourRouterWiFi”

SV-DB4MX-B
xxx.xxx.x.xx SV-DB4MX-B
xxx.xxx.x.xx SV-DB4MX-B

InitialsetupforsystemwithWiFicameras.
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27)IfyouwantaccesstoyoursystemviatheYaleViewApp,scan
theQRcodetoconnecttoyourDVRsystem.
(IfnotclickNEXT)

28)ClickNEXT

29)Setupisnowcomplete.
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Initial setup - WiFi Kit

InitialsetupforsystemwithWiFicameras.

TheDVRsystemisnowturnedONand
camerasarerecording.Systemisasdefault
runningin“RegularMode”,whichmeans
thatcamerasarerecording24hoursaday
andwilloverwritetheharddrivewhenfull.
Other“Modes”andbackinguprecorded
videowillbeexplainedlaterinthemanual.

The App needs to be installed 
and registered before scanning.
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CAM1 CAM2 CAM3

CAM4 CAM5 CAM6

CAM7 CAM8 CAM9

RightClickintheliveview>bringsupthetopmenufortheliveview
screenoptions.

Differentviewoptionsfortheliveviewscreen.
(Exampleshownisan8channelsystem,4channelwillhavefewer
options.)

(PTZandImage,notinusewiththismodel)

OPERATE:SEARCH:Searchforandplaybackrecordedvideobydate
andTime.
FACESEARCH:Searchandplaybackrecordedvideobyface
detection.(Iffeatureisapplied)
BACKUP:Planbackupofrecordedvideo,toexternalmedia.
SHUTDOWN:Shutdown/Logout/Reboot

INFO:

SETTING:

SYSTEM:HDDinformation,recordinginformation.
EVENT:Listsofevents,motiondetection.
Network:ListofNetworkactivities.
LOG:Listofoperations/changestothesystem.

CAMERA:Generalcamerasetting.
Network:Generalnetworksetting.
EVENT:Personalsettingsforrecordingtriggers.
STORAGE:TimeplanningforrecordingandHDDtools.
SYSTEM:Systemsettings.

CameraRegistration.ShortcuttoCameraRegistrationinthe
MainMenu

MainMenu
OPERATIONS,INFO,SETTING

ColourSettingandDisplay.Optionsforliveviewscreen.

Menuoverwiev

CAM windows can be dragged to 
rearrange order.

The system is flexible for you to set to 
your personal preferences and it can 
always be reset to default setting.

Here you can find video recordings 
when you want to investigate or
document events.

Here you can personalise system 
settings and adjust recording 
event triggers.

Menu overwiev
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DateandTime
1)GotoSYSTEM>GENERAL>Date&Time
2)SetYear,Month,DateandHour,Minutes.
3)SetyourtimelineacordingtoGMT
4)ClickSave.
5)ClickApply.
6)ClickSave.

TheWiFicamerasinternalclockneedstoberepeatedly
synchronizedtokeepthesametimeasthesystem.
1)GotoSYSTEM>GENERAL
2)InIPCTimeSync,settheintervalatwhichtheWiFicamerawillbe
synchronized.(24hours,recommended)
3)ClickApply
4)ClickSave
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Setting Date and Time - Synchronizing WiFi camera time

SettingDateandTime

SynchronizingWiFicameratime.OnlyneedstobesetifWiFicamerasarebeingconnected.
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SCHEDULE-Record
1)SelectChannel(Channel=Camera)
2)SelectMode: Regular(Continousvideorecording)
  MD(Detectionofsimplemovement)
  Intel=IVS(Detectionofspecificmovement)
3)SelectDay(s)orAll
4)Dragcolouredbarstomatchperiod(s)oftheday(s)youwant
detected.(Dragagaintodeletebar)
5)WhenyouhaveplannedtheweekfortheChannel-clickApply
andcontinuetonextChannel.
6)WhenallChannelshavebeenplannedandapplied-clickSave

ClickDefaultwilltakeyoubacktofactorysetting.

VIDEODETECT-MotionDetect
1)SelectChannel(Channel=Camera)
2)TickEnableMD
3)ClickSettochangemotionsensorarea.Defaultisthewholefield
ofview.

4)ClickApply
5)ClickTesttocheckmotiondetectionisworkingasplanned.
(Buzzercanbeactivatetotestmotiondetection)
6)WhenallChannelshavebeenplannedandapplied-clickSave

ClickDefaultwilltakeyoubacktofactorysetting.

(A)ClickSTORAGE
SettingupSCHEDULE(weekplanning)forrecordingsandevent
triggers.

ClickEvent
Settingupmovement-triggersforrecordings.

Mode: (B)VIDEODETECT=MD(MotionDetect)
 (Detectionofsimplemovement)

 (C)IVS=INTEL(Detectionofspecificmovement)

 (D)FACEDETECT(Triggerswhenitdetectsaface-shape,
 notaspecificface!)

1

1

2

2

3

3

4

4

5

5

6

6

(A)

(B)MD(MotionDetection)recommendedresidentialmotiondetection(MD)



Settinguprecordingscheduleandrecommendedresidentialmotiondetection(MD)

Dragtodeletearea,dragagaintoselectnewarea(s)Dragtodeletearea,dragagaintoselectnewarea(s)

Setting up recording and motion detection
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Standard residential motion detection (MD) is
supported by both Wired and WiFi cameras.



EVENT-IVS=Intel
(ToaddIVSfunctionalitytoyourwiredcamerasgothroughthe
followingsteps.)

1)SelectChannel(Channel=Camera)
2)ClickAdd


Message
3)ClickOK

OpenEVENT-IVSmenuagain
5)SelectChannel(Channel=Camera)
6)ClickAdd
7)ChooseType:Tripwire/Intrusion/Abandoned/Missing
8)Draw“rule”forthetype.(Whendrawing,rightclicktofinishshape)
9)ClickApply
(Buzzercanbeactivatetotestmotiondetection)


4)GotoCAMERAmenu-CHANNELTYPE
ClickCancelIPCAM
(TheWiFicamerasalreadyinstalled(ifany)willnotbeaffected)
Systemwillnowreboot.
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(C)IVS=Intel

Tripwire Intrusion Abandoned Missing

Trigger:whenlineiscrossed Trigger:whenareaoutlineiscrossedentryorexit
Trigger:whensomthingisleftinthearea
-forlongerthan30seconds

Trigger:whensomthingismissingfromthearea
-forlongerthan30seconds
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SettingupadvancedIVSmotiondetection(wiredcamerasonly).

Setting up recording and motion detection7
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EVENT-FACEDETECT(Triggerswhenitdetectsaface-shape,
notaspecificface!)

1)SelectChannel1
2)TickEnable
3)ClickSet

(Hereyoucansettheminimumsizeofthefacethatwilltrigger.)
4)ClickApply
5)WhentheChannelhasbeensetandapplied-clickSave
(Buzzercanbeactivatetotestmotiondetection)

ClickDefaultwilltakeyoubacktofactorysetting.

1
2

3

45

(D)FACEDETECT

Face detection is useful at locations like front 
door, at face hight or slightly above.

Thefacedetectfunctiononlyworkswith
WiredcameraonCHANNEL1

Settingupfacedetection(wiredcameraonly).

Setting up recording and motion detection7

min.

max.



(p.14)

OPERATE:

Howtofindarecording:
1)SelectYEARandMonth.
2)SelectDay.

Setupdisplay:
3)Select1/4/9channelview.
4)Selectwhichchannelstowatch.

(A)SEARCH:Searchforandplaybackrecordedvideoby
DateandTime.
(B)FACESEARCH:Searchandplaybackrecordedvideoby
facedetection.(Iffeatureisapplied)

BACKUP:Planbackupofrecordedvideo,toexternal
media(ExtenalHDDorUSBmemory).
SHUTDOWN:Shutdown/Logout/Reboot

24hourtimeline:
5)Clicktimelinetoviewrecording.




Listofrecordingsbytype,Regular/MD/IVS(INTEL):
SelectChannelattop.Doubleclicktostartlistedrecording.

(A)SEARCH

Channel1 Channel2

Channel3 Channel4

6)Controlsforplayback:
Play
Stop
Play(backwards)
Oneframesteps(Onlywhenpaused)
SlowPlayback(x1/2/x1/4/x1/8x/x1/16)
FastPlayback(x2/x4/x8/x16)

109 11 12 13 14

7)Zoomtimeline:

Channel1/5
Channel2/6
Channel3/7
Channel4/8

Timeline:

General=Regular Motion=MD Intel=IVS
(p.15)

Clicktostartvideo

24hr 2hr 1hr 30min
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When you have setup your system, this menu 
is where you can find video recordings to 
investigate or document events.

NochangescanbemadeintheSearchwindowwhilevideo
isplaying.Stopvideotochangeparameters.
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SearchinginrecordedvideobyTime/Date,Motiondetection,Facedetection

Searching in recorded video8

Ifyouhavea4MPWiFicamera(s)connectedtogether
withwiredcamera(s),singleviewmustbeusedtoseethe
WiFicameras.
WiFicamerasarehighresolutionandcannotbeviewedat
thesametimeaswired(lowres.)cameras.
Theymustbeviewedinsingleview,separately.

2560*1440
Overdecodeability

2560*1440
Overdecodeability



FACESEARCHwillshowapicturetakenofthefaceshape,capturedby
thecamera.

SEARCHbyYear/Month/Date
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SearchinginrecordedvideobyTime/Date,Motiondetection,Facedetection

Searching in recorded video8



Saveavideosequencetoexternalmemory.

Usetimelinetoselectperiod.

Saveavideosequencetoexternalmemory.

1)SetTypetobackup.
2)SetStartandEND-Date/Timetobackup.
3)SetChannel.

4)ClickBackup.

1

2 3

4

Channel1 Channel2

Channel3 Channel4

Clickstarttime+ Clickendtime+ Clicktogotobackupmedia

Backupsequence17:00:00 20:50:00

1 2 3

Channel1

Extenalstoragemedia,HDDoraUSBmemorystick,
needtobepluggedintoUSB(backofunit).

Backup-recordedvideo

USBmemory

BackupfromSEARCHMenu

BackupfromBACKUPMenu
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Backingupavideosequencetostoragemedia.

Backing up a video sequence9

OPERATE:BACKUP:Planbackupofrecordedvideo,toexternal
media(ExtenalHDDorUSBmemory).



GotoCamera

REGISTRATION
1)ClickIPSearch
2)Selectcamera(tick)
3)ClickAdd
Youwillbeaskedifyouwanttousethesamepasswordforyour
camera,asyouareusingfortheDVR(-RECOMENDED-)
Goto8)
(InAddedDeviceyoucamerawillnowbelisted,
withGreenstatus.)

SettingupWiFicameraconnectiontoyourrouter.
8)GotoWiFiCAMERA
9)TickEnable
10)Selectchannel(theoneyournewWiFiisconnectedto)
11)Seletyourouterfromthelist.
12)EnterPASSWORDforyourouter
13)ClickApply
14)ClickOK

Cameraneedstobeconnectedviaethernetcabletotherouter,
fortheDVRtosearchforit.
Seethemanualthatcamewithyourkitfordetailsofhowto
connectcables.

1
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4 5 7
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11
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Ifyoudidnotselectsamepasswordassystem,continuefrom4)
4)InAddedDeviceselectcamera(tick)
5)ClickEdit
6)WritepasswordandclickOK
7)Statuswillnowchangetogreen.
Cameraisnowactive.(connectedviaethernetcable)

TheWIFicameracannowbedisconnectedfromtheethernetcable
andpowersupply.Thecameracanbeplacedinthedesiredlocation
withinrangeoftherouter.

(IfyoursystemhavealreadygotWiFi
camerasconnected,steps8to14will
bealreadyfilledin)

20

Adding a WiFi camera

AddingaWiFicameratoyouDVR

10



GotoCamera

1)GotoCHANNELTYPE
2)Tick(change)channeltoIP
Ifyouhavewiredcamerasconnectedtothefirst2channelsthen
tickIPuptothefirstoneafteryourwiredchannels.
(InthiscaseNo.3)
3)ClickApply
4)ClickOK

Systemwillthenrestart.

AfterrestartgotoREGISTRATION

Yourcameraswillhavetobedeselectedandaddedagain.
5)Ticktoselectcamera
6)ClickDeletetoremovecamera(s)

Reinstallingcamera(s)inthenewchannels.
7)ClickIPsearch
8)Ticktoselectcamera
9)ClickAdd
CamerawillnowbelistedinAddedDeviceunderthenew
channelNo.

1

3

7

4

8

5

6

9

2
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Moving WiFi camera in the channel list

RearrangingWiFicamerainchannellist HowtomoveWiFicamerasupthechannelslistforsimpler
overviewwhensearchingandintheApp.
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GotoNetwork

1)GotoEMAIL
2)TickEnable
3)WriteyouremailinRECEIVER
4)WriteSubject(willmakeiteasytorecognizetheemail)
5)ClickApply
6)ClickTest(thesystemwillnowsendatestmail)

Activatingemailnotificationonmotiondetection.
(ThesamecanbedoneforIVSandfacedetection)

7)GotoEvent>VIDEODETECT>MotionDetect
8)ClickSendEmail
9)ClickApply
10)ClickSave

Thesystemwillnowsendyouanemaileverytimemotionis
detected.

1

4

56

3

2

IfyouhavetheAppconnected,itwillreceiveamessageevery
timemotionisdetected.

8

9

7

10

ON OFF
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Setting up mail notification

SettingnotificationstosendmessagetoyouviamailandApp.
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Harddriverecordingtimeestimated
1)GotoINFO>SYSTEM>RECESTIMATE
2)CheckthatallCameras/channelsareticked.
3)Clickselect(inthepopupclickOK)
4)Timewillnowshowanestimateoftimelefttorecord.

Ifrecordingover-runstheharddrivecapacity,itwillasdefault
overwritetheoldestrecording.

Warningthiswilleraseallrecordingsonyourharddrive.
1)GotoSTORAGE>HDDMANAGE
2)Tickselectedharddrive.
3)ClickFormat
4)ClickApply
5)ClickOK(inthepopupmenu)

Thesystemwillnowrestart.

23

System information

Estimatingrecordingtimeontheharddrive.

Formatting/erasingtheharddrive.
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Goto:MainMenu>SYSTEM>ACCOUNT>selectuser>clickModify.

Goto:MainMenu>STORAGE>HDDMANAGE>selectdrive
>clickFormat.
Systemwillreboot.

DownloadApp(seesection2).
Goto:MainMenu>Network>EASY4IP>ClickEnable
>scanDeviceSNwithapp.FollowsetupintheApp.

Yes,aftersettingupandconnectingallyourcameras,bothwired
andWiFi(ifany),whileconnectedtoyourrouter.Thesystemcanthen
beunpluggedandaWiFiextenderwithEthernetcablesocketcan
beusedtoconnecttheDVR,elswhereinthehouse.
NEEDSTOBEPROBERTEST!!!!Itworksformethough.

Goto:

Goto:

Goto:

FAQ:Changingpersonalsetup-user/password..  

FAQ:Fomat/eraseHDD

FAQ:ApplyingAppfunctionslityaftersetup.

FAQ:CanImovemyDVRawayfrommyrouter,
itisverynoisyinmystudy.

FAQ:

FAQ:

FAQ:

FAQ

xx



24

THE YALE BRAND, with its unparalleled global reach and
range of products, reassures more people in more countries

than any other consumer locking solution.

THE ASSA ABLOY GROUP is the world´s leading
manufacturer and supplier of locking solutions, dedicated to

satisfying end-user needs for security, safety and convenience.
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English

www.yalehome.com/support

www.yalehome.com/doc
www.yalehome.com/manuals

Part of ASSA ABLOY

ASSA ABLOY Opening Solutions Poland S.A.,
UI. Magazynowa 4, 64-100 Leszno, Poland
UK: ASSA ABLOY Ltd., School Street, Willenhall,
West Midlands, England Wv13 3PW


